
P 1.0 CONF 
Enter 

rdy (Ready) ON/OFF 

Temp oC/oF 

Enter 

P 2.0 COND CELL 
Enter 

CELL 0.10 / 1.00 (Default) / 10.0 

t.CO 
(Temperature 

Coefficient) 

2.00% (Default) 

Enter 

tds.F 
(TDF Factor) 

0.50 (Default) 

Enter 

t.nr 
(Normalization 
Temperature) 

25.0 oC (Default) 

Enter 

PtS 
(Point Standard) 

SPC (Single Ponit Calibration, Default) 
/ MPC (Multi Point Calibration) 

Enter 

CAL 
(Calibration) 

Auto / Manual 

Enter 

P 3.0 CAL dUE 
dUE 

(Calibration  
Due Indicator) 

COND  / TDS 

dAYS 
(Days Due Alarm) 

0 day (Default) 

Enter 

Enter 

P 4.0 CAL dAtA (Calibration  
Data) 

Enter 

P 5.0 ELE dAtA (Electrode Data) 
Enter 

ตัง้คา่การขึน้แสดง Ready บนหน้าจอ 

ตัง้คา่การเลือกแสดงอณุหภมิู 

ตัง้คา่การเลือกคา่คงที่เซลล์ของอิเล็กโทรด 

ตัง้คา่สมัประสิทธ์ิอณุหภมิู 

ตัง้คา่ตวัคณูค านวณ TDS 

ตัง้คา่อณุหภมิู Normalize 

ตัง้คา่จ านวนจดุสอบเทียบของการน าไฟฟา้ 

ตัง้คา่การค้นหาจดุสอบเทียบแบบอตัโนมตัิ 

เลือกโหมดที่จะให้เตือนสอบเทียบ 

ตัง้คา่จ านวนวนัทีจ่ะให้เตือนสอบเทยีบ 

เรียกดขู้อมลูสอบเทียบ 

เรียกดขู้อมลูอิเล็กโทรด 

คู่มือการตัง้ค่า CON 150   กดปุ่ ม SETUP เพ่ือเข้าสูโ่หมดการตัง้คา่  กด Back เพ่ือย้อนกลบั 



P 6.0 SYS 
Enter 

DATA LoG MAN (Default) / Time LoG Enter 

AUTO SHUT 
Enter 

Auto ON / OFF 

P 7.0 RSET 
Enter 

rSET No / CAL / DATA /  FCTY 

ตัง้คา่การบนัทกึข้อมลู 

ตัง้คา่การปิดอตัโนมตัิ 

ค าสัง่ล้างข้อมลูสอบเทียบ  
หรือข้อมลูที่บนัทกึ 
หรือตัง้คา่โรงงาน 


