
Temp Range -50 to 700º C (-58 to 1292ºF)

Accuracy +1.5%  ot +1.5ºC 

Repeatability +1% or '+1ºC 

Distance Spot Ration 12:01 

Resolution 0.1ºC/0.11ºF 

Wavelength 8-14 µm 

Specification :‐

รายละเอยีดเครือ่งวดัอณุหภมูอินิฟราเรด BeneTech รุน่ GM700:

•Memory storage function (up to 12 data)

•Wide Temperature range with ‐50 ~ 700 °C (‐58 ~ 1292 °F)

•With D:S = 12:1, maximum distance from the target object

•Highly accurate and reliable

•Adjustable Emissivity from 0.10 to 1.00 (Preset at 0.95)

•Spectral Response from 8 to 14 µm

•Large clear LCD display with Backlight

•5 levels Battery Life Indication

•Auto Power Off

•Data Hold Function

•Access surface temperature in 1 second

•Selectable between °C and °F

•Maximum, Minimum, Average and Difference temperature functions

•Adjustable High / Low Temperature Alarm

•Fast response time (0.5 seconds)

•Measure hazardous or inaccessible objects (high‐voltage parts)

•Pre‐Calibrated in Factory

•Targeting guide or laser pointer with on/off switch for accuracy are provided

•Laser Pointer on/off feature

   เครือ่งวดัอณุหภมูอินิฟราเรดคณุภาพสงู ทีใ่ชสํ้าหรับการวดัอณุหภมูขิองพืน้ผวิของวตัถรุอ้นตา่งๆ ทีเ่ป็นอนัตรายหรอื
ยากตอ่การเขา้ถงึวตัถโุดยไมต่อ้งสมัผัส ทําใหผู้ว้ดัอณุหภมูมิคีวามปลอดภยัและรวดเร็ว BeneTech รุน่ GM700 มยีา่นการ
วดัตัง้แต‐่50~700 องศาเซลเซยีส สามราถปรับคา่ Emissivity จาก 0.10 to 1.00 เพือ่ใหเ้หมาะสมกบัพืน้ผวิทีทํ่าการวดั
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